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R^/ision CBte: Nouerrber 1998 



Hardware Installation 



1. Before opening the casing of your computer, make sure that all 
power is off. 

2. Locate an unused PCI slot and insert the Lava 2SP-PC1 into it. 
Ensure that it is well seated, and screw the metal backplane of the 
board to your PC s casi ng. 



3. Locate an unused backplane in your PCs casing ( preferably one 
that does not correspond to a slot) and remove the metal insert. 
Screw the backplane of the second serial port of the Lava 2 SP- PCI 
to the casing in this location. If you have detached the cable from 
the Lava 2SP-PCI board in order to performthis operation, be sure 
to re-connect the cable with the red wire corresponding to the 
number 1 printed on the board. 



4. Replace the machine's cover and turn the PC on. 



Serial Port 1 



Parallel Port 



PQ Slat 



V 




Screw for attaching card bracket 
to PC casing 



Serial Port 2 
(cable connection) 

NB: Red wire 
corresponds to 1 



ft 



Windows95/98 Default Installation 



5. When Wi ndows95/98 starts, it will find a PO Controller and will ask 
you for a driver for this device. When prorrpted, insert the Lava driver 
diskette into your floppy drive. After copying the necessary files fromthe 
diskette, Wndowswill restart your PC in order to conrpletethe installation 
of the Lava 2SP- PQ . 



6. To view how Windows has instal led the Lava 2SP-PCI clickStart | 

Control Panel | System; Device Manager. Please note that the Lava 2SP-PCI 
will appear in Device Manager under two separate entries. The two serial 
ports will appear both under the Multifunction Adapters tree and under 
the Ports tree, whilethe Parallel port will appear under Ports only 
(see exarrple below). Please use the appropriate listings if you wish to 
customze any of the Lava 2SP- PO card's settings (see reverse). 

k».fcr,yd 
I - "3 Hiuii 

fi ti ijni irTLm 

40 >,'"-.*> >Jx J c- 

_■' Pan ICON t UPT| 

CittiiiAn Pal ICDHIi 
J eCPP-Hr °m LFr l| 

J Lm DSaMOQ PCI CDMSl 

y u-m p.>*7f-:i [.pi :i 



■ 





1 • r»f 






11* 



ij: I C™ 



Connecting a non-printer device 
(e.g. external drive or parallel scanner) 
to the Lava 2SP-PO's parallel port 

Some parallel port devices require parallel ports that use standard (legacy) ISA LPT 
addresses (0278h or 0378h). Because the Lava 2SP-PO is afullycorrpliant PO 
device, the default address (Input/Output Range) of its parallel port is beyond the 
standard range of ISA I/O addresses. In order to connect such a peripheral to the 
Lava 2SP-PQ, the I/O address range of the parallel port rrust therefore be changed 
manually. The foil owing section will describe howthis is done. 



1. Open Control Panel| Systerrj Device Manager and find the Lava Parallel PO listing 
under Ports, dick Properties, and proceed to the Resources tab. The following 
screen will appear (Note: the Input/Output Range and Interrupt of your particular 
configuration may differ fromthe one below) . 




2. Rern□^^thecheckn^B^kf^omtheUseAlJto^rBtic Settings box. 



3. Double-click on the words Input/Output Range. The foil owing screen will 
appear: 



Edit Input/Output Range 



Enter the input/output range you would like to set for this 
device. 

You may either enter a specific range and the nearest valid 
range will be automatically selected, or you may select a range 
sing the up and down arrows. 



Value: 6000 ■ 6007 



Conflict information - 



Windows cannot determine if the setting you have chosen 
conflicts with another device. 



I Unknown 




OK 



Cancel 



4. Usethe up/down arrows to scroll to one of the foil owing two range 
settings, or type them in manually: 

0278 - 027F 
0378 - 037F 

5. After one of these has been entered, click OK. Windows will verify 
whether you would liketoforcethis particular configuration rat her t han t he 
automatic one that it had previously chosen, dickies. 

6. Verify that there are no conflicts with other parallel ports already in your 
PC. If no conflicts are found, restart Windows. 



Changing the COM numbering 
of the Lava 2SP-PO's serial ports 

Because some communications applications programs do not recognize Port 
designations beyond Com 4, it may be necessary to change the Gomport 
numbering of the serial ports on your Lava 2SP-PQ. Unless you already have 
morethan4 Com Ports installed in your PC, Windows will by default configure 
these serial ports as CorrB and ComS. 

If you wish to change t he Com number of either one of these ports (e.g. Assign 
Port 1 to be Gom3), please usethe Lava Com Port Redi rector Utility included 
inthe"Utils" subdirectory of your Lava Installation Diskette. The Lava Com 
Port Redirect utility will allow you to chancy tine Com numbering of your ports 
without chang ng l/Oaddk-ess resources. 

lb install the Lava Port Redirect utility on your hard drive, insert the LavaPort 
diskette into your floppy drive, clickStart, Run andtype A\Utils\Setup. 



Note: If you wish to change the I/O Resources used by the serial ports of the 
Lava 2SP-PCI, these changes must be made through the Multi -function 
adapters listing in [Device Manager, not through the individual Ports listings. 
However please note: 

Mocf fying I/O Actress and I RQ Resources is NOT recomTHxled 



Lava COM Port Redirect 



Current Installed 
ConnPort Names 



I Communications Port (C0M1 ] 



Lava DSerial550 PCI fCOMS 



Lava DSerial550 PCI (C0M6) 




Port Available 
for Redirection 



COM3 



3 



Redirect >>^ 



Reassigned 
ComPort Names 




www.lavalink.com 



The left box displays the names of the Com Ports 
currently installed in your PC. To rename one of these 
ports to use a different COM designation, select a new 
COM name and click Redirect. Redirecting a COM 
name will not change the port address or IRQ. 



OK 



Cancel 



Apply 



Help 



Release Notes: 

A. This documentation describes the installation of the Lava 2SP-PCI on a 
Wi ndows95/98 PC. Setup software for DOS, Windows 3.11, and NT4.0 may 
be found in the appropriate subdirectories of the Lava Installation diskette 
included with the Lava 2SP-PCI. 

B. Because the Lava 2SP-PQ uses PCI (not ISA) l/Oaddress ranges, it's ports 
will never be seen by your BIOS at boot-up, even if the addresses have been 
changed in Windows using the above procedure. This is normal, and does not 
indicate a fault in your Lava 2SP- PCI card. 



Lava 
Technical Support 



teJ: (416) 674-5942 
9amto 5: 30pm Monday to Friday (Eastern Time) 

fax: (416) 674-8262 

email: tech@lavalink.com 
Internet: www.lavalink.com 




Lava Computer M FG Inc. 

28A Dansk Ct. Rexdale ON Canada M9W 5V8 



